
AIKEN COUNTY, SOUTH CAROLINA, a body politic and corporate and a political subdivision of the State 

of South Carolina. 

INVITATION TO QUOTE—16-10-Q, Judicial Center Flooring    

QUOTES WILL BE ACCEPTED UNTIL 11:00 a.m. April 29, 2016 

Mail or Carry to:  PROCUREMENT OFFICE 

1930 University Pkwy. 

Room 3201 

Aiken, SC 29801 

or Email to:  procurement@aikencountysc.gov 

Questions about this solicitation, call (803) 642-1540 or e-mail procurement@aikencountysc.gov    

If you are unable to access our website, please notify webmanager@aikencountysc.gov  

 

Vendor's Name: 
 Authorized 

Signature: 
 

Street Address:  Printed/Typed:  

Mailing Address:  Title:  

City/State/Zip:  Telephone:  

Email:    

  
The signature above certifies: 
 That the offer is made without any prior understanding, agreement, or connection with any corporation, firm, or person 

submitting a quote for the same materials, supplies or equipment 

 The offer is in all respects fair and without collusion or fraud 

 The company is in compliance with all of the conditions set forth within this quote document. 

 The company is currently in compliance with all applicable federal, state, and local laws and directives relative to non-

discriminatory practices in employment. 

 The company is in compliance with all requirements set forth in Chapter 14 of Title 8 of the South Carolina Code of 

Laws, 1976, as amended and will at all times during the performance of work provided by the County be in full 

compliance with the provisions of the Immigration Reform and Control Act of 1986 (IRCA) in the hiring of its 

employees. 

 The company is in full compliance with the requirements of the Drug-free Workplace Act as set forth in Chapter 107 of 

Title 44 of the South Carolina Code of Laws, 1976, amended. 

 The company is not barred from bidding any Federal, State, or Political Subdivision. 

 

Commodities and/or Services 

Aiken County Government is soliciting quotes for flooring at the Aiken County Judicial Center located 

at 109 Park Avenue Aiken SC 29801.  There is a mandatory walk through at the location on April 27, 

2016 at 10:00 a.m.  Each vendor must go through security before entering.  Please arrive a few 

minutes early.  The tour will begin promptly at 10:00 a.m.  Please find the specifications attached 

along with the pricing sheet.   Questions may be submitted to procurement@aikencountysc.gov 

 

 

QUOTE PROCEDURES MUST COMPLY WITH THE PROVISIONS OF THE AIKEN COUNTY PROCUREMENT 

ORDINANCE 

 

mailto:procurement@aikencountysc.gov
mailto:webmanager@aikencountysc.gov
mailto:procurement@aikencountysc.gov


1. Preparation of Quotes: 

a. All information requested of the vendor shall be 

entered in the appropriate space on the form.  

Failure to do so may disqualify your offer. 

b. No quote received late will be accepted. 

c. Time of delivery shall be stated as the number of 

calendar days following receipt of order by the 

vendor to receipt of the goods and or service by 

the County. 

d. Time of delivery may be a consideration in the 

award. 

e. Prices will be considered as net if no discount is 

shown. 

f. All quotes must be signed by an officer of the 

company. 

 

2. Brand Names: 

a. Brand names and numbers, when used, are for 

reference to indicate the character or quality 

desired. 

b. Equal items will be considered, provided your offer 

clearly describes the article.  Offers for equal 

items shall state the brand, number, or level of 

quality. 

c. When brand, number, or level of quality is not 

stated by the bidder, it is mutually understood the 

offer is exactly as specified. 

 

3. Samples: 

a. Samples of articles, when required, shall be 

furnished free of cost of any sort to the County of 

Aiken. 

b. Samples of articles selected may be retained for 

future comparison. 

c. Samples which are not destroyed by testing, or 

which are not retained for future comparison will 

be returned upon request at the vendor's expense. 

 

4. Taxes: 

a. Sales, use, excise, or any other taxes or fees 

required shall not be included as part of the quote 

price. 

b. These taxes must be shown as separate items and 

shall not be considered as factors in determining 

awards. 

c. If lump sum prices are requested then all sales, 

use, excise, or any other taxes, fees, or permits 

shall be the sole responsibility of the vendor. 

 

5. Liabilities: 

a. The vendor shall hold the County of Aiken, its 

officers, agents, servants, and employees, 

harmless from liability of any nature or kind 

because of use of any copyrighted, or 

uncopyrighted composition, secret process, 

patented or unpatented invention, articles or 

appliances furnished or used under this bid, and 

agrees to defend, at his own expense, any and all 

actions brought against Aiken County or the 

Vendor because of the unauthorized use of such 

articles. 

b. Personnel used in the performance of the work 

under this quote will be clients of the Vendor and 

the Vendor agrees not to discriminate against any 

client under this project because of race, color, 

sex, religion, handicap, political affiliation or 

national origin.  Those clients of the Vendor who 

perform the work under the quote shall be 

considered agents, servants, employees and/or 

clients of the Vendor and, in no circumstances, 

shall they be considered employees, agents, 

independent contractors and/or servants of the 

County.  The Vendor retains sole responsibility for 

Workman's Compensation coverage required by 

South Carolina State Law. 

 

6. Awards: 

a. Aiken County reserves the right: (1) to award bids 

received on the basis of individual items (2) to 

reject any or all bids, or any part thereof; (3) to 

waive any informality in the bids; and (4) to accept 

the bid that is in the best interest of the County.  

The Procurement Director’s decision shall be final. 

b. Aiken County reserves the right to reject any and 

all quotes; and to waive any technicalities. 

d. This Council can not bind in this year’s budget year 

a future Council for future budget years. 

 

7. Litigation: 

a. Any action at law, suit in equity, or judicial 

proceeding for the enforcement of this agreement 

or provision thereof shall be instituted and 

deemed proper only in a court of competent 

jurisdiction in Aiken County, South Carolina. 

b. Aiken County specifically claims sovereign 

immunity from claims, suits, or causes of action, 

to the extent allowed by law, and this immunity is 

part of any agreement or contract with Aiken 

County. 

 



Aiken County 

AIKEN COUNTY JUDICIAL BUILDING 

109 PARK AVE 

AIKEN SC 29801 

Prepared by: The Office of the Aiken County Public Works Buildings and Grounds 

621 York St Aiken SC 29801 

April, 4, 2016 

APR - 5 11 

( . - .,~ COUNTY PROCUREMENT 
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Invitation to Bid 

Product description: The Aiken county public works Buildings And Grounds is requesting bids to 

replace flooring at the Aiken County Judicial Building 109 Park Ave .SE Aiken S.c. 

Owner Contact: all contractors are instructed to direct all inquires regarding this Bid, to Aiken 

county public works Buildings and Grounds Supervisor Darrin Tanton at 621 York St. Aiken SC (803) 640
2056. 

Plans and specifications: a Plans and specifications packet will be given to the contractor at the 

time of the mandatory pre Bid 

Conditions of work: This project requires attendance at a mandatory pre-bid meeting to be 

scheduled by the office of procurement. Failure to attend will disqualify bid. The contractor must have 
informed himself fully of the conditions relating to the construction of this project and the employment 
of labor thereon.to documents, and plans/sketches. Failure to do so will not relieve a successful bidder 
of his obligation to furnish all material, equipment, and labor to carry out the provisions of his contract. 
Insofar as possible, the contractor in carrying out his work, must employ such methods and/or means as 
will not cause any interruptions of interference with the work of others or patrons of the Building since 
the facility will remain open. The contractor will be responsible to schedule hi work during daylight 
hours each work day. It is the contractor's responsibility to practice safety requirements at all times. The 
contractor will provide business license(s), and insurance to Darrin Tanton before a notice to proceed is 
issued. Proof of liability insurance and workmen's comp required. 

Restrictions: contractor needs to work within the property boundaries and right -of-way at an 

occupied public building. As stated above, this public facility will remain open. Coordination shall be 
through the office of Aiken County Buildings And Grounds Supervisor. 

Safety: contractor shall provide all needed barricades and signs for safety. Dust curtains may be 

required in some areas, moving of furniture and/or equipment and tarps for covering . Contractor shall 
remove trash and debris from work area daily. 

Damage to Property: Contractor shall be responsible for, and immediately take action to repair or 

replace, any damage adjacent to existing owner property for any reason. 

Utilities: Owner utilities will be provided from nearest available location, with no modification from 

owner or cost thereof to extend them closer to the work area. Any cost related to providing or 
extending additional utilities shall be at the expense of the contractor. 
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References: References shall be provided upon request to confirm that the successful bidder is 

capable of performing and completing this project in a timely manner under specified conditions. 

Warranty: The (written) warranty period for this project is a minimum of (1) year on labor and 

materials against defects and workmanship. This warranty shall commence upon owner's final 
inspection . 

Floor plans: Floor plans are provided for purpose of bidding and not necessarily for detailed 

construction. 

Licenses & Permits: The contractor is to obtain any licenses or permits required to perform this 

work at no additional expense to the owner. 

Insurance: proof of liability insurance and workman's compensation insurance must be provided 

prior to commencing work. 

Time of Start and Completion: See specification Guidelines. 

4 End of invitation to bid 



Specification Guidelines 

1. 	 Our local contact for, the Aiken County Judicial Center 109 Park Ave. Is Darrin 
Tanton 803-640-2056 

2. 	 The areas covered under the lease are Part one probate, Part two civil. 
3. 	 Work to commence as scheduled ( May, 23, 2016 8am) 

4. 	 Contractor must start on day we project. 
5. 	 The contractor will be responsible for any damages they cause. 
6. 	 It is preferable the work be done during regular work hours. 
7. 	 Inspect and become familiar with scope of work to be accomplished. This is a 

"tu rn key" project. 

8. 	 Prepare and submit a proposed schedule to Darrin Tanton. 

9. Some areas can be temporarily closed, with prior notice. 

10.Contractor shall provide barricades and signage as required. 

l1.ln some areas, it may be necessary to erect approved dust curtains. 

12.Alarm system monitoring agency and the city of Aiken Public Safety should 


both be notified with the possibility of dust activate smoke detector system. 
13.lt may be necessary to cover some detectors during repair phases that might 

generate dust. 
14.No interior building storage of materials intended. Any exceptions must be 

requested and approved prior to storage. 
15.AII areas shall be properly cleaned at the end of each day. 
16.Remove all trash and debris daily. Contractor is to provide his own dumpster. 
17.AII Aiken County buildings are "smoke free" and no smoking on this property. 
18.Warranty shall include a minimum (written of one year, both materials and 

labor, commencing with a final inspection. As stated above this is a "turnkey" 

project Aiken County forces shall provide no labor, except in coordination 
with notification of monitoring agency and moving required computer 
equipment. 
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The contractor will be responsible for moving furniture to install flooring. 



19.The contractor is responsible for moving all furniture back in place after 
flooring is installed. 

20. However, items that must be taken apart in order for the contractor to get 
their work done is the responsibility of the contractor. 

21.The judicial folks will remove any personal items from or around their desk 
prior to start . 

22.AII walls will have new cove base. 

23.AII floors within these listed above will be recovered except their storage 
rooms in each area and the computer room. 

24.{Part one probate) work will start week of May 23, 2016. With 3409sq. ft, of 
flooring with new cove base. 

25 .{Part Two Civil) work starts week of May, 30,2016. With 5132 sq ft, of flooring 
with new cove base. 

26.Flooring to be used is Mannington Commercial 7" by 48" vinyl plank 
Mountain Pine Provincial (12160) 

27 .Cove base to be used is Mannington edge Vinyl wall base (#A504) 1/8 
commercial grade, 4" height, color is (901) night black 

28.Recommended adhesive for cove base is Mannington (A404) 
29.Repair floor surface as needed caulk as needed. 
30.Contractor is responsible for removing old flooring and its disposal.{ county 

dumpster will not be used.) 
31.Transition strips used as needed. 
32.Contact information for project is Darrin Tanton Building and Grounds 

Supervisor (803-640-2056). 

END OF SPECIFICATION GUIDELINES 
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Instructions to Bidd 

Bids must include all total cost. 

Bidders are to submit their bids on the form provided. 

Bidders must provide certificate of insurance work 

All bids must be in a sealed envelope with the following information clearly listed on the front 

Building 

Painting bid 1 

All bids must be turned in to the Aiken County Procurement Department 

At 1930 University PKWY Aiken SC 29801 

Bid Start Date: M. 

Bid Finish ___"AM/PM. 
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BID DOCUMENT AIKEN COUN1Y JUDICIAL BUILDING 


The bid amount to supply all labor, material, tools, license, required permits and equipment, furnish and 

apply approved product Carpet, tile, base board with a (written) minimum one year labor and a seven 

year material warranty. To recarpet and tile all said areas. For a lump sum price. Including all applicable 

sales tax as follows. 

PROJECT OVERVIEW 

Area Qty (sq. ft.) Bid Value ($) Qty (sq . ft.) Bid Value ($) 

probate 3409 sq ft $ 

civil 5132 sq ft $ 

$ 
SUBTOTALS 

$ 
.. 

GRAND TOTAL $ (lump Sum, Carpet, Tile, base, material, labor) 

Contractor Name 

Submitted By 


Title of Officer 


Contact Phone Number ________________ 

CONTRACTOR LICENSE NO. 
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NATURE ' S PAT H S S E LEe T P LAN K 7 " 

MOUN T AIN PIN E 

PROVINCIAL 

12160 

MOUNTAIN PINE 

SALT MARSH 

12 I 5 8 

MOUNTAIN PINE 

W E ATHERED GREY 

121 5 9 

Collection Nature's Paths Select Plank 

Construct,on Luxury Vinyl Plank 

Size 7" x 48" 

Profi Ie: Micro Beveled Edges 

Overall Thickness· 0.100" (2.SmmJ 

Wearlayer. Quantum Guard HP 

Certifications: FloorScore 

Warranty: Limited 10 Year Commercial. Limited 10 Year 

Quantum Guard HP Wear 

Nature's Paths Select achieves remarkable realism througtl ;1 

proprietary process. which combines the latest advances in 

imaging. texturing and finishing creating the most authentic 

pro d uct s. 
Courd ln r p ~ Nature's Paths Select Tile 



ARCHITECTURAL GUIDE SPECIFICATIONS 


MANNINGTON OPTIMUM EDGPM RUBBER WALL BASE 


MANNINGTON PREMIUM EDGPM RUBBER WALL BASE 


MANNINGTON EDGE'M VINYL WALL BASE 


Sectio n 09 6513.13 - Resilient Wall Base 


rThermose t Rubber Type-TSI, [Co-Ex truded Thermoplastic Rubber Type-TPJ, 


[Thermo plastic Vinyl - Type TV] 


Updated March 2012 


Mannington Mill s, Inc. 


P.O. Box 30 


Salem, NJ 08079 


Be sure to obtain the latest version of this specification. Edit suggested guide specifications in 

accordClnce with project requirements. De lete, add , or modify text as required. You are responsible for 

the accuracy of all project specifications, including any Mannington guide specifications that you 

use. MANNINGTON WILL NOT BE LIABLE FOR ANY DAMAGES ARISING OUT OF THE USE 

OF ANY OF ITS GUIDE SPECIFICA TIONS. 

Copyright: 20J2 by Mannington Mills, Inc. Limited permission is here by granted to incorporate 

portions of this guide specification into project specifications requiring the use o f Manningto n Optimum 

FdgeTM, Premium ELigenl and Mannington Edge!·\1 Res ilient Wall Base. 



SECTION 09 65 13.13 


RESILIENT RUBBER WALL BASE 


PART 1 GENERA L 

1.01 THIS SECTION INCL.UDES 

A. 	 Wall base and accessories as shown on the drawings and schedules and as indicated by the 

require men ts of this section. 

1.02 RELATED DOCUMENTS 

A. 	 Drawings and General Provisions of the Contract (including General and Supplementary 
Conditions and Division 1 sections) apply to the work of this section. 

B. 	 ASTM D2240 Standard Test Method for Rubber Property - Durometer Hardness 

C. 	 ASTM E648 Standard Test Method for Critical Radiant Flux of Floor Covering Systems Us ing 
a Radiant Heat Energy Source 

D. 	 ASTM F-1861 Type TS, Group 1, ASTMF-1861 Type II), Group 1, and ASTM r-1861 TypeTV, 
Group 1 "Standard Specification Resilient Wall Base." 

1.03 RELATED SECTIONS 

A. 	 Other Division 9 sections for floor finishes related to this sec tion but not the work of this 

section. 

B. 	 Division 3 Concrete; not the work of this section . 

C. 	 Division 6 Wood and Pl as tics; not the work of this section. 

D. 	 Division 7 Thermal and Moisture Protection; not the work of this section. 

1.04 QUALITY ASSURANCE AND REGULATORY REQUIREMENTS 

A. 	 Select an installer who is competent in the instaUation of Mannington wall base. 

B. 	 If required, provide types of wall base and accessories supplied by one manufacturer, 
including leve ling and patch ing compounds, and adhesives. 

C. 	 If required, prov ide wall base material to meet the following fire test performance criteria as 
tes ted by a recognized independent testing laboratory: 

a. 	 ASTM E 648 Critical Radiant Flux of 0.45 watts per sq. cm. or grea ter, Class I. 

b. 	 ASTM E 662 (Smoke Generation) Maximum Specific Optical DenSity of 450 or less. 

1.05 SUBMITTALS 

A. 	 Submit shop drawings, seaming plan, coving details, and manufacturer's technical data, 
installation and maintenance instructions ("Mannington Wall Base Installation lnsh'uctions"). 

B. 	 Submit the manufacturer's standard samples showing the required colors for wall base, 
corners, and applicable accessories. 

C. 	 If required, submit the manufacturer's cerlification that the wall base has been tes ted by an 
independent laboratory and complies with the required fire tes ts . 



1.06 ENVIRONMENTAL CONDITIONS 

A. 	 Deliver materials in good condition to the jobsite in the manufacturer's original unopened 
containers that bear the name and brand of the manufacturer, project identification, and 
shipping and handling instructions. 

B. 	 Store materials in a clean, dry, enclosed space off the ground, and protected from the weather 
and from extremes of heat and cold. Protect adhesives from freezing. Store wall base, 
adhesives and accessories in the spaces where they will be installed for at least 48 hours 
before beginning installation. 

C. 	 Maintain a minimum temperature in the spaces to receive the wall base and accessories of 
65"F (18°C) and a maximum temperature of 85''F (29°C) for at least 48 hours before, during, 
and for not less than 48 hours after installation. Thereafter, maintain a minimum temperature 
of 55"F {13"C) in areas where work is completed. Protect all materials from the direct flow of 
heat from hot-air registers, radiators, or other heating fixtures and appliances. 

D. 	 Install wall base and accessories after the other finishing operations, including painting, have 
been completed. Close spaces to traffic during the installation of the wall base. 

PART 2 PRODUCTS 

2.01 RESILIENT RUBBER WALL BASE MATERIALS 

A. 	 Provide Mann.ington [Optimum Edge Rubber Wall Base-Thermoset Vulcanized SBR, Type 
TSllPremium Edge'" Rubber Wall Base, Co-extruded thermoplastic rubber - Type TP] 
[Mannington Edge Vinyl Wall Base, Type TV], manufactured by Mannington Mills, Inc., in 
[insert colorJ [color selected from the range currently available from Mannington Mills, Inc.] . 
The Wall Base shall meet "Standard Specification Resilient Rubber Wall Base" of [Thermoset 
Vulcanized SBR, Type TS (ASTM F-1861 Type 1S, Group 1)] [Co-extruded Thermoplastic 
Rubber-Type TP (ASTM F-1861, Type TP, Group 1J [Co-extruded Thermoplastic Vinyl, Type 
TV (ASTM F-1861 , Type TV , Croup 1)J. 

B. 	 Available in finish of [Optimum Edge, Type TS, smooth satin finish] [Premium Edge, Type 
TP smooth matte finish] , [Mannington Edge, Type TV matte finjsh] Thickness shall be (1/8", 
3.175 mm). Cove profile heights available in [2 W' (63.5 mm)] , [4" (101.6 mm)] and 16" (152.4 
mm)]. Toeless profile available in [2 W' (63.5 I11m)],[ 4" (101.6 mm)] and[ 6" (152.4 mm)1 . 
Available lengths are 4' (1219.2 mm) or 100' (3048.0 cm) continuous rolls. 

C. 	 Mannington corners available [Optimum Edge factory molded corners-specify Uobsite 
wrapped) or (molded) corners], [Premium Edge factory pre-formed corners are available
specify Uobsite wrapped) or (factory pre-formed) corners], and [Mannington Edge factory 
pre-formed corners are available-specify (jobsite wrapped) or (factory pre-formed) corners.] 

2.03 ADHESIVES 

A. 	 Provide Mannington [MR-101 Acrylic Wall Base Adhesive] as recommended by the 
manufacturer. 



2.04 ACCESSORIES 

A. 	 For patching, smoothing, and leveling monolithic subfloors (concrete, terrazzo, quarry tile, 
ceramic tile, and certain metals), provide Mannington [MVP-2023] and [MVP-2023 additive]. 
ror sealing joints between the top of wall base or integral cove cap and irregular wall surfaces 
such as masonry, provide plastic filler applied according to the manufacturer's 
reconunenda tions. 

PART 3 EXECUTION 

3.01 INSPECTION 

A. 	 Examine walls prior to installation to determine that surfaces are smooth and free from 
cracks, holes, ridges, and other defects that might prevent adhesive bond or impair durability 
or appearance of the flooring material. 

B. 	 Inspect walls prior to installation to determine that surfaces are free from curing, sealing, 
parting and hardening compounds; residual adhesives; adhesive removers; and other foreign 
materials that might prevent adhesive bond. Visually inspect for evidence of moisture, 
alkaline salts, carbonation, dusting, mold, or mildew. 

C. 	 Report conditions contrary to contract requirements that would prevent a proper installation. 
[)o not proceed with the installation until unsatisfactory conditions have been corrected. 

D. 	 Failure to call attention to defects or imperfections will be construed as acceptance and 
approval of the wall. Installation indicates acceptance of substrates with regard to conditions 
existing at the time of installation. 

3.02 PREPARATION 

A. 	 Smooth wall surfaces, removing rough areas, projections, ridges, and bumps, and filling low 
spots and other defects with [Mannington, Patch and Leveling Compound] as recommended 
by the manufacturer. 

B. 	 Remove paint, varnish, oils, re,lease agents, sealers, and waxes. Remove residual adhesives as 
recommended by the manufacturer. Remove curing and hardening compounds not 
compatible with the adhesives used, as indicated by a bond test or by the compound 
manufacturer's recommendations. Avoid organic solvents. 

303 INSTALLATION OF WALL BASE 

A. 	 Apply wall base to walls, columns, pilasters, casework and cabinets in toe spaces, and other 
permanent fixtures in rooms and areas where base is required. 

B. 	 Install wall base in lengths as long as ~)racticable without gaps at seams and with tops of 
adjacent pieces aligned. 

C. 	 Tightly adhere wall base to substrate throughout length of each piece, with base in 
continuous contact with horiz.ontal and vertical substrates. 

D. 	 Do not scratch wall base during installation. 

E. 	 On masonry surfaces or other similar irregular substrates, fill voids alollg top edge of wall 
base with manufacturer's recommended adhesive filler material. 

F. 	 Pre-molded Corners: Install pre-molded corners before installing straight pieces. 



G. Job-formed Corners: 

1. Outside Corners: Use straight pieces of maximum lengths possible. Form without 
producing discoloration (whitening) at bends. Shave back of base at points where bends 
occur and remove strips perpendicular to length of base that are only deep enough to 
produce a snug fit without removing more than half the wall base thickness. 

2. Inside Corners: Use straight pieces of maximum lengths possible. Form by cutting an 
inverted V-shaped notch in toe of wall base at the point where corner is formed. Shave 
back of base where necessary to produce a snug fit to substrate. 

3.04 CLEANING AND PROTECTION 

A. 	 Perform initial maintenance according to the "Mannington Wall Base Installation 
Instructions." 
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